
PUMP SHALL OPERATE AT 11GPM AT 40PSI. SHUT OFF HEAD SHALL BE

MINIMUM OF 240'. (CENTRIFUGAL PUMPS SHALL NOT BE ALLOWED)

GASKETED LID, FRP

STRAIN RELIEF CORD

CONNECTOR

PROTECTIVE CABLE

SHROUD (HDPE)

POWER / ALARM

CABLE 12-6 W/GND

INLET , GROMMET TO

ACCEPT 4 

1

2

" O.D. PVC

PIPE (STANDARD).

DUST COVER SUPPLIED

FOR SHIPMENT (NOT

SUITABLE FOR BURIAL)

MIN.

36.0 IN

914 mm

TO INLET

26 IN

650 mm

47 GAL

179 L

18 IN

447 mm

32 GAL

121 L

14 IN

345 mm

34 GAL

91 L

ANTI-FLOATATION

RING

30"

POSITIVE DISPLACEMENT

GRINDER PUMP EACH

DIRECTLY DRIVEN BY A

MINIMUM 1 HP MOTOR

HDPE TANK DUAL WALL,

CORRUGATED 70 GALLON

 CAPACITY MIN.

ANTI-SIPHON VALVE

MIN.

41.6 IN

1057 mm

TO

DISCHARGE

CHECK VALVE

1

1

4

" DISCHARGE

LINE (304 S.S.)

 DISCHARGE

1

1

4

" FPT

S.S. CAST BALL VALVE

QUICK DISCONNECT

ASSY. (304 S.S.)

304 STAINLESS

STALL GUIDE RAILS

AS REQUIRED

ELECTRICAL QUICK

DISCONNECT

NEMA 6P (EQD)
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